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NOTES:   :   1. TACTILE GROUND SURFACE INDICATORS (TGSI's) SHALL BE PROVIDED AS PER THIS TACTILE GROUND SURFACE INDICATORS (TGSI's) SHALL BE PROVIDED AS PER THIS STANDARD DRAWING AND STANDARD DRAWING MCC 404. 2. ALL FINISHED SURFACES MUST COMPLY WITH AS 4586 - SLIP RESISTANT ALL FINISHED SURFACES MUST COMPLY WITH AS 4586 - SLIP RESISTANT MUST COMPLY WITH AS 4586 - SLIP RESISTANT  COMPLY WITH AS 4586 - SLIP RESISTANT T CLASSIFICATION OF NEW PEDESTRIAN SURFACE MATERIALS. 3. FOR KERB RAMP RETRO-FITTING, SAW-CUT EXISTING KERB AND DRILL IN N12 FOR KERB RAMP RETRO-FITTING, SAW-CUT EXISTING KERB AND DRILL IN N12 DEFORMED BARS 450mm LONG AT 300mm CENTRES, PARALLEL TO KERB. 4. SPLAYS TO BE 1000mm WITH KERB TRANSITION, OR AT 45  IF KERB RAMP SPLAYS TO BE 1000mm WITH KERB TRANSITION, OR AT 45  IF KERB RAMP o IF KERB RAMP LENGTH IS LESS THAN 1000mm. 5. CONCRETE TO BE LIGHT BROOM FINISH, UNLESS OTHERWISE SPECIFIED, WITH CONCRETE TO BE LIGHT BROOM FINISH, UNLESS OTHERWISE SPECIFIED, WITH EDGES AND JOINTS NEATLY TOOLED AFTER THE BROOM IS APPLIED. 6. ALL TRANSITIONS IN RAMP AND SPLAY GRADE SHALL BE SHARP, TO ASSIST ALL TRANSITIONS IN RAMP AND SPLAY GRADE SHALL BE SHARP, TO ASSIST PEDESTRIAN NAVIGATION. 7. NO BULLNOSE IN THE INVERT OF KERB SHALL BE ACCEPTED. NO BULLNOSE IN THE INVERT OF KERB SHALL BE ACCEPTED. 8. REFER TECHNICAL SPECIFICATION FOR ROADS AND DRAINAGE WORKS FOR JOINT REFER TECHNICAL SPECIFICATION FOR ROADS AND DRAINAGE WORKS FOR JOINT SPACING REQUIREMENTS.
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N12 DEFORMED BARS DEFORMED BARS  BARS 300mm LONG AT mm LONG AT AT 300mm CENTRES, 00mm CENTRES, CENTRALLY PLACED
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